
Lawncare
Post Drivers

Petrol engine - Semi-commercial use

XCVE JC300C

Model XCVE JC300C
Price VAT incl. € 1.699
Price VAT excl. € 1.404,13
Motor CVE 2T
Cylinder 33 cm³
Drive Mechanical
Steel 55 - 100 mm
Weight 17 kg

Portable post driver with CVE 2-stroke engine
Displacement 33 cm³
Drive with centrifugal clutch
Standard tube diameter ø100 mm, incl. adapter ø55 mm
Standard supplied with hour meter
Storage box of plastic: (LxWxH) 85x47x33 cm
Weight, only 17 kg
 
Blows per minute: 1500 to 2.000 
Power: 32 to 55 Joules

Physically less demanding than traditional methods
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XCVE JC250H

Model XCVE JC250H
Price VAT incl. € 1.999
Price VAT excl. € 1.652,07
Motor Honda GX35 OHV
Cylinder 35 cm³
Drive Mechanical
Steel Ø 82 mm
Weight 14 kg

Lightweight post driver with Honda GX35 OHV engine
Displacement 35 cm³
Drive with centrifugal clutch
Standard tube diameter ø 82 mm, including adapters ø 45 mm, ø 55 mm
and ø 73 mm
Blows per minute: 700 to 1.590 
Power: 25 to 45 Joules
Standard supplied with hour meter
Weight, only 14 kg
Plastic storage box: (LxWxH) 86x48x35 cm
Physically less demanding than traditional methods
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XCVE JC300H

Model XCVE JC300H
Price VAT incl. € 2.099
Price VAT excl. € 1.734,71
Motor Honda GX35 OHV
Cylinder 35 cm³
Drive Mechanical
Steel Ø 100 mm
Weight 17,5 kg
Dim. Transport (LxWxH) 85x34x48

Portable post driver with professional Honda GX35 OHV
engine, displacement 35 cm³
Drive with centrifugal clutch
Standard tube diameter ø 100 mm
Including 3 adapters
(1) ø20 tot 45mm - (2) ø46 tot 60mm - (3) ø60 tot 78mm
Adapters with other diameters available as options
Blows per minute: 1.500 to 2.000 
Power: 32 to 55 Joules
Weight, only 17,5 kg
Standard supplied with hour meter
Storage box of plastic: (LxWxH) 85x47x33 cm

Ideal for steep ground and inaccessible locations
Physically less demanding than traditional methods
Can be used all day without operator fatigue
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Petrol engine - Commercial use

XCVE JC500H PRO

Model XCVE JC500H PRO
Price VAT incl. € 3.299
Price VAT excl. € 2.726,45
Motor Honda GX35 OHV
Cylinder 35 cm³
Drive Mechanical
Steel Ø 83 mm
Weight 18 kg
Dim. Transport (LxWxH) 60x41x45

Portable post driver with professional Honda GX35 OHV engine,
displacement 35 cm³
Drive with centrifugal clutch
Standard tube diameter ø 83 mm, including adapter ø 55 mm
Adapters with other diameters available as options.
Blows per minute: 800 to 1.700 
Power: 32 to 58 Joules
Standard hour meter 
Weight, only 18 kg
 
Storage box (LxWxH) 60x41x40 cm
Ideal for steep ground and inaccessible locations
Physically less demanding than traditional methods
Can be used all day without operator fatigue
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XCVE JC750H PRO

Model XCVE JC750H PRO
Price VAT incl. € 3.399
Price VAT excl. € 2.809,09
Motor Honda GX50 OHV
Cylinder 47.9 cm³
Drive Mechanical
Steel Ø 102 mm
Weight 23 kg
Dim. Transport (LxWxH) 95x35x45

Portable post driver with professional Honda GX50 OHV engine,
displacement 47.9 cm³
Drive with centrifugal clutch
Standard tube diameter ø 102 mm, including adapters ø 122 mm, ø
20/45 mm, ø 46/60 mm, ø 60/78 mm
Adapters with other diameters available on request.
Blows per minute: 800 to 1.200 
Power: 25 to 50 Joules
Standard hour meter and storage box on wheels
Weight 23 kg
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